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1
REVERSIBLE VIEWING DISPLAY
MOUNTING

CROSS REFERENCE TO RELATED
APPLICATIONS

This application claims the benefitunder 35 U.S.C. §119 of
U.S. Provisional Application No. 61/824,607, filed May 17,
2013.

TECHNICAL FIELD

The present disclosure relates generally to video display
devices.

BACKGROUND

Automated banking machines can be used to carry out a
transaction which may be operative to transfer value to or
from at least one financial account. Automated banking
machines, such as automated teller machines (ATMs) may be
used to carry out transactions such as dispensing cash, mak-
ing of deposits, transfer of funds between accounts, and
account balance inquiries.

BRIEF DESCRIPTION OF THE DRAWINGS

The accompanying drawings incorporated herein and
forming a part of the specification illustrate the example
embodiments.

FIG. 1 is an isometric view illustrating an example of a
housing upon which an example embodiment can be imple-
mented.

FIG. 2 is an isometric view illustrating an example of the
housing of FIG. 1 with the door opened and the display on a
first position.

FIG. 3 is an isometric view illustrating an example of the
display being rotated about a first axis.

FIG. 4 is an isometric view illustrating an example of the
display being rotated about a second axis.

FIG. 5 is an isometric view illustrating an example of the
display in FIG. 3 after rotating one hundred eighty degrees
about the second axis.

FIG. 6 is an isometric view illustrating an example of the
display in a second position.

FIG. 7 is an isometric view illustrating an example of a
display in the first position with a stop preventing the display
from rotating about the first axis.

FIG. 8 is a detailed view of the swivel base and first U
shaped piece of the first bracket.

FIG. 9 is a detailed isometric view illustrating an example
of a second bracket.

FIG. 10 is an isometric view illustrating an example of a
base of the second U shaped piece of the first bracket with
stops.

FIG. 11 is an isometric view illustrating an example of a
stop in accordance with an example embodiment.

OVERVIEW OF EXAMPLE EMBODIMENTS

The following presents a simplified overview of the
example embodiments in order to provide a basic understand-
ing of some aspects of the example embodiments. This over-
view is not an extensive overview of the example embodi-
ments. It is intended to neither identify key or critical
elements of the example embodiments nor delineate the
scope of the appended claims. Its sole purpose is to present
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2

some concepts of the example embodiments in a simplified
form as a prelude to the more detailed description that is
presented later.

In accordance with an example embodiment, there is dis-
closed herein an apparatus, comprising a first bracket for
mounting a onto a surface having an aperture. The first
bracket is configured to rotate about a first axis. A second
bracket couples a display with the first bracket. The second
bracket is rotatably coupled with the first bracket to rotate
about a second axis. In a first position, an output of the display
is observable through the aperture. After rotating the first
bracket about the first axis and the second bracket about the
second axis, the display is in a second position where the
output of the display is observable in a direction opposite the
aperture.

DESCRIPTION OF EXAMPLE EMBODIMENTS

This description provides examples not intended to limit
the scope of the appended claims. The figures generally indi-
cate the features of the examples, where it is understood and
appreciated that like reference numerals are used to refer to
like elements. Reference in the specification to “one embodi-
ment” or “an embodiment” or “an example embodiment”
means that a particular feature, structure, or characteristic
described is included in at least one embodiment described
herein and does not imply that the feature, structure, or char-
acteristic is present in all embodiments described herein.

FIG. 1 is an isometric view illustrating a housing 10 upon
which an example embodiment can be implemented. The
housing 10 has a first side 12 with a door 14. The door 14 has
an opening 16. This allows a display 18 from being viewed
from outside the housing via an output (e.g., a screen) 19.

In an example embodiment, the housing 10 is employed for
an automated banking machine, such as an automated teller
machine (ATM). A user interface on the second side 20 of the
housing allows customers to use the ATM. The user interface
may suitably comprise readers, such as a card reader, wireless
reader, or a combination of a card reader and wireless reader,
auser display for displaying transaction information, instruc-
tions, or both transaction information and instructions. The
ATM may further include a cash dispenser and one or more
deposit interfaces that allow for the deposit of one or more of
cash, checks, or other financial documents. In this embodi-
ment, the display 18 may be employed for providing service
data to personnel servicing the ATM. In a first position, the
output of the display is visible through the aperture.

FIG. 2 is an isometric view illustrating the housing 10 of
FIG. 1 with the door 14 opened. A first bracket 22 that com-
prises a swivel base 24 coupled with a first U shaped piece 26
is mounted onto the interior surface 32 ofthe door (or surface)
14. The first bracket 22 further comprises a second U shaped
piece 28 that is rotatably coupled with the first U shaped piece
26. In the illustrated example, the second U shaped piece
rotates about an axis 1A as indicated by arrow 34. A second
bracket 30, which holds the display 18 is rotatably coupled
with the second U shaped piece 28 of the first bracket 22. The
second bracket having a first side 42 that is coupled with the
first bracket 22 and a second side 44 that is opposite the first
side.

FIG. 3 is an isometric view illustrating an example of the
display 18 being rotated about the first axis 1A. In the illus-
trated example, the display is rotated in direction R1 away
from the door 14.

Inan example embodiment, a stop 36 is provided to prevent
the display from being rotated in the first direction R1. The
top comprises a pin 38 and a handle 40. The pin 40 engages an
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aperture 46 at the opposite end 44 of the second bracket. In
order to rotate the display 18 in the first direction R1, the
handle 40 is moved in direction 48 to release the pin 38 from
aperture 46. In particular embodiments, pin 38 is spring
biased to engage aperture 46.

FIG. 4 is an isometric view illustrating an example of the
display 18 being rotated about a second axis 2A. In this
example, the display is rotated in the direction R2 to move the
display from the first position to the second position. Those
skilled in the art should readily appreciate that the display is
rotated in a direction opposite of R2 to move the display from
the second position to the first position.

In the illustrated example, the first bracket 22 is rotation-
ally coupled to the second bracket 30 by a pin 50. The direc-
tion axis 48 is about the pin 50.

In particular embodiments, the second bracket 30 further
comprises a tab 52. The tab 52 engages a rotational stop 56 on
the base of the 54 of the second U shaped piece 28. The
rotational stop 56 prevents the display 18 from being rotated
more than a predefined angle (e.g., one hundred and eighty
degrees) about axis 48. This can prevent wires coupled to the
display from being twisted due to over rotation of the display
18 that can lead to failure of the display 18.

FIG. 5 is an isometric view illustrating an example of the
display 18 in FIG. 3 after rotating one hundred eighty degrees
about the second axis. The display 18 may then be rotated in
direction R3 about axis 1A to be in the second position.

FIG. 6 is an isometric view illustrating an example of the
display 18 in a second position. In this position, the display 18
is viewable from inside the door This can allow a service
technician to view the display 18 while the door 14 is open.
For example, while the display 18 is in the first position, the
display 18 is viewable through opening 16 in the door, thus
while in the first position a mirror or constant moving of the
doorwould be required to view the display 18 while in the first
position. Those skilled in the art should readily appreciate
that to return the display 18 to the first position, the display is
again rotated in direction R1 about the first axis 1A, thenin a
direction opposite R2 about the second axis 2A, and then in
direction R3 about the first axis 1A.

FIG. 7 is an isometric view illustrating an example of a
display 18 in the first position with a stop 60 preventing the
display from rotating about the first axis. In the illustrated
example, the stop 60 has a front surface 62 that engages the
display 18 and the second bracket 30 to prevent the display
from being rotated about the first axis Al. Sides 66 of the
display are coupled with mounting surfaces 70 that are
mounted onto the interior of door 14. Fasteners 68 are
coupled with the mounting surfaces 70 and stop 60 and allow
the front surface 62 of stop 60 to move to engage and disen-
gage the second bracket 30 and the display 18. In an example
embodiment, the fasteners 68 biased so that the front surface
62 is engaged with the second bracket 30 and the display 18.
A gripping surface 64 is provided to allow a person to grasp
stop 60 and by moving the stop 60 in direction 48, which
disengages stop 60 from the second bracket 30 and the display
18.

FIG. 8 is a detailed view of the swivel base 22 and first U
shaped piece 24 of the first bracket 22. The first U shaped
piece 26 is at a fixed angle (in this example ninety degrees).
from the swivel base 22.

FIG. 9 is a detailed isometric view illustrating an example
of'a second bracket 30. The first side 42 of the second bracket
30 is coupled with the first bracket 22. In particular embodi-
ments, an aperture 46 is provided on the opposite side 44 of
the second bracket 30 for engaging a pin to hold the bracket in
place and prevent the second bracket 30 from rotating.
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FIG. 10 is an isometric view illustrating an example of a
base 54 of the second U shaped piece 28 of the first bracket
with stops 56 and 74. Stop 56 stops the rotation R2 in a first
direction. Stop 74 stops rotation in the direction opposite of
direction R2. In particular embodiments, the stops 56, 74 are
offset in a plane by a distance D1 that is equal to the width of
the display 18, second bracket 30, or both the display 18 and
second bracket 30.

FIG. 11 is an isometric view illustrating an example of a
stop 60 in accordance with an example embodiment. The
gripping surface 64 allows a user to hold onto the stop 60 and
move the stop 60.

Described above are example embodiments. It is, of
course, not possible to describe every conceivable combina-
tion of components or methodologies, but one of ordinary
skill in the art will recognize that many further combinations
and permutations of the example embodiments are possible.
Accordingly, this application is intended to embrace all such
alterations, modifications and variations that fall within the
spirit and scope of the appended claims interpreted in accor-
dance with the breadth to which they are fairly, legally and
equitably entitled.

The invention claimed is:

1. An apparatus, comprising:

a first bracket for mounting onto a surface having an aper-
ture, the first bracket is configured to rotate about a first
axis;

a second bracket coupling a display with the first bracket,
the second bracket is rotatably coupled with the first
bracket to rotate about a second axis;

wherein in a first position, an output of the display is
observable through the aperture; and

wherein after rotating the first bracket about the first axis
and the second bracket about the second axis, the display
is in a second position where the output of the display is
observable in a direction opposite the aperture.

2. The apparatus set forth in claim 1, the first bracket
comprises a swivel base, a first U shaped piece, and a second
U shaped piece;

wherein the first U shaped piece is coupled with the swivel
base in a fixed position; and

wherein the second U shaped piece is rotatably coupled
with the first U shaped piece.

3. The apparatus set forth in claim 2, wherein a self clinch
fastener couples the first U shaped piece with the second U
shaped piece.

4. The apparatus set forth in claim 2, wherein the second
bracket is rotatably coupled with the second U shaped piece.

5. The apparatus set forth in claim 4, the second bracket
comprises a tab that engages a rotational stop on the first
bracket that prevents the second bracket from rotating more
than one hundred a first predefined angle.

6. The apparatus set forth in claim 5, the first bracket further
comprises a second rotational stop that engages the tab on the
second bracket to prevents the second bracket from rotating
more than a second predefined angle.

7. The apparatus set forth in claim 1, wherein the second
bracket has a first side coupled with the first bracket and a
second side opposite the first side, the apparatus further com-
prises:

a stop that selectively engages the second bracket at the
second side, the stop prevents the display from rotating
about the first axis when engaged with the second
bracket.

8. The apparatus set forth in claim 7, wherein the second

bracket further comprises an aperture; and
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wherein the stop comprises biased pin that engages the

aperture to prevent the display from moving.

9. The apparatus set forth in claim 8, wherein the pin is
spring biased to engage aperture, the apparatus further com-
prises a handle attached to the pin to allow the pintobe moved 5
in a direction away from the second bracket to disengage the
pin from the aperture.

10. The apparatus set forth in claim 7, the stop further
comprises a surface that engages the second bracket to pre-
vent the display from rotating in the first direction. 10

11. The apparatus set forth in claim 10, wherein the stop is
biased to prevent movement of the display; and

wherein moving the stop in a direction away from the

second axis allows the display to rotate about the first
axis. 15

12. The apparatus set forth in claim 10, the stop further
comprises a gripping surface.

13. The apparatus set forth in claim 1, wherein the second
axis is orthogonal to the first axis.
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